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Rugged Professional
DMMs

These meters are double-
molded for waterproof protection
(meets IP67 standards) and

have a rigged design to
withstand drops of up to six feet.
Meters measure DC/AC voltage,
DC/AC current, resistance, and
frequency. Additional features
include 1000V input protection on
all functions, dual sensitivity
frequency functions, large backlit
LCD with bargraph, diode open
circuit voltage of 2.8VDC, auto
power-off with disable feature, and
Min/Max/Relative/Data Hold. There
are three models to choose from. 6000-count Model
EX510 has basic VDC accuracy of 0.1%. 6000-count
Model EX520 has basic VDC accuracy of 0.1% and
provides true-RMS AC voltage and current, capacitance,
and temperature measurements. 44,000-count Model
EX530 has all the features of Model EX520 plus a basic
VDC accuracy of 0.06%, higher resolution display, Peak

Model EX530
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Mini DMMs with
Voltage Detector

These meters feature a built-in
non-contact voltage detection that
can be used to quickly and conve-
niently check for voltage from 100
to 600VAC prior to attaching the
multimeter's test leads to the device
under test. Meters measure DC/AC
voltage with a 0.5% basic accuracy
along with DC/AC current and
resistance. Additional functions
include diode test, audible beeper for
continuity test, low battery indicator,
auto power-off function, and Data Hold to “freeze” a read-
ing on the display. There are three models to choose
from. 2000-count Model EX310 is manual ranging and
has a 1.5V and 9V battery test. 2000-count Model EX320
is autoranging and has a Max Hold function. 4000-count
Model EX330 is autoranging, has a Relative function, and
includes measurements for frequency, capacitance, tem-
perature, and duty cycle. All meters come with tilt stand,
test leads, protective holster, and batteries. Model EX330
also includes a K-type bead wire temperature probe.

Model EX330

Hold, and duty cycle. All meters are safety rated (UL,
CE, and EN61010 CAT-IV 600V, CAT-Il 1000V) and Measurement Ranges
come with tilt stand, double-molded test leads, protective EX310 | EX320 EX330
holster, and 9V battery. Models EX520 and EX530 also DC Voltage 0.1mV-1000V
include a K-type bead wire temperature probe.
AC Voltage 0.1mV-750V
Measurement Ranges DC Current | 0.1mA-10A 0.14A-10A
EX510 | EX520 EX530 AC Current | 0.1mA-10A 0.1uA-10A
DC Voltage 0.1mV-1000V 0.01mV-1000V Resistance | 0.1Q-2000kQ | 0.1Q-20MQ | 0.1Q-40MQ
AC Voltage 1mV-1000V 0.1mV-1000V Frequency - - 0.001Hz-10MHz
DC Current 0.1pA-20A 0.014A-20A Capacitance - - 0.001nF-200uF
AC Current 0.1pA-20A 0.01pA-20A Temperature _ _ _gg tto 1%%%?;
Resistance 0.1Q-40MQ 0.01Q-40MQ ~oto
Frequency 0.01Hz-40MHz 0.0001Hz-10MHz Cat. No.  Description Price
Capacitance - 0.001nF-1mF 0.0001nF-1mF EX310 2000-Count DMM with Manual Ranging $38.20
— EX320 2000-Count DMM with Autoranging 47.40
Temperature — '580‘0 138505, EX330 4000-Count DMM with Autoranging, 56.70
-50 to 75 Frequency, Capacitance & Temperature
Cat. No.  Description Price
EX510 6000-Count Digital Multimeter $145.00
EX520 6000-Count DMM with True-RMS AC, 176.00 - .-
Capacitance & Temperature
EX530 44,000-Count DMM with True-RMS AC, 217.00

Capacitance, Temperature & Peak Hold

EXTECH pvivs with

IR Laser Thermometer

These true-RMS, autoranging
multimeters feature a non-contact
infrared thermometer that can be
used to measure surface
temperature of objects unsafe to
contact or difficult to reach. IR
thermometer has an 8:1
distance-to-target ratio with 0.95
fixed emissivity. Meters measure
DC/AC voltage, DC/AC current,
resistance, and temperature.
Additional features include true- |
RMS AC measurements, easy-to- |
read 1"-high digits on backlit
display, low current capability
down to 0.1pA, input fuse
protection and mis-connection
warnings with audible and visible
signals, auto power-off, and Data
Hold. There are two models to
choose from. 2000-count Model
EX450 has basic VDC accuracy of

0.5% and comes with Max Hold function. 4000-count
Model EX470 has basic VDC accuracy of 0.3%, comes
with Relative function and duty cycle, and provides
capacitance and frequency measurements. All meters
come with CAT IIl test leads, multi-position tilt stand,
hanging strap, holster with test lead storage, K-type
bead wire temperature probe, and 9V battery.

Model EX470

Cat. No.  Description Price
EX450 2000-Count DMM with IR Thermometer $104.00
EX470 4000-Count DMM with IR Thermometer, 134.00

Capacitance & Frequency

Pen-Style DMM with Logic Test

This 8 function DMM measures AC/DC voltage to 500V,
AC/DC current to 300mA, and resistance to 30MQ.
Features a large 3200-count high contrast LCD display
with bargraph. Other features include 0.5% basic DC
voltage accuracy, autoranging with data and range hold,
diode and audible continuity test, CMOS/TTL logic test,
low battery and overload indication.Safety probe tip can
be stored wen not in use. Auto power-off conserves
battery life. Comes with 1.5V AAA batteries, and test
lead with alligator clips for logic test.

Cat. No. Description Price
381626 Pen-Style DMM with Logic Test $41.30
380995 Pouch Carrying Case 10.40

Insulation Tester/ |

Megohmmeter

Features large 0.65” LCD
display, and measures resis-
tance to 200Q2 plus volts to
750VAC. Has fast response
for both continuity and low
resistance testing. Three test
ranges: 2000MQ/1000VDC,
200MQ/500VDC, and
200MQ/250VDC. 1mA test cur-
rent ensures 1000V/500V/250V
rated test voltage. Safety power lock enables
hands-free operation for 3 minute test. Automatic dis-
charge when safety “Press to Test” button is released.
Also features auto power-off, data hold, automatic zero
adjustment, full function indication, and overload protec-
tion. Comes with (6) AA batteries, heavy-duty 30" test
leads, alligator clip, large probe, and case with neckstrap.

380360 $237.00

Insulation Tester/Megohmmeter
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MultiMaster™
Precision DMMs

Features a 50,000-count
(500,000 for VDC and Hz)
backlit LCD display with bar-
graph. Special true RMS
combination AC and DC
function for measuring recti-
fied AC (non-symmetrical)
voltage and current wave-
forms. Measures capaci-
tance, frequency, resis-
tance, and continuity;
includes duty cycle and
diode tests. On power-up,
meter defaults to last set
function. High resolution
readouts to 1pV, 0.01pA, 0.0001Hz,

0.01Q2, and 0.1°. 4 to 20mA range is displayed as 0-100%
for process current measurements. Filtered frequency
function with adjustable trigger levels for variable speed
motor drives and high voltage applications. Optional RS-
232 PC interface with Windows® 95/98/NT/2000 compati-
ble software allows user to collect, display, store, and
analyze data. Additional features include dBm measure-
ments with 20 selectable impedances, Max/Min recording
with autoranging, relative and hold functions, peak func-
tion to capture transient pulses, audible and visible test
lead misconnection warning, and auto power-off. Model
MM560, with 0.03% basic VDC accuracy, includes 20kHz
ACV bandwidth, and 600V input protection on all func-
tions (1000V on voltage). Model MM570, with superior
0.02% basic VDC accuracy, includes 100kHz AC band-
width for expanded voltage applications, 1000V input pro-
tection on all functions, and T1, T2 and T1-T2 dual type K
input temperature display in °F or °C. Both models come
with test leads, protective holster, and 9V battery. Model
MM570 also comes with type K thermocouple probe.
NIST certification with data is available upon request.

Measurement Ranges

L

Model MM570

AC/DC Voltage: 500mV, 5V. 50V, 500V, 1000V

AC/DC Current: 500pA, 5000uA, 50mA, 500mA, 5A, 10A

Resistance: 50002, 5kQ, 50kQ, 500k, 5MQ, 50MQ

Capacitance: 50nF to 999uF

Frequency: 5Hz to 2MHz

Temperature: -58 to 1832°F, -50 to 1000°C (MM570 only)

Cat. No.  Description Price

MM560  DMM with 0.03% VDC Accuracy $248.00

MM570 DMM with 0.02% VDC Accuracy 320.00
& Temperature

Sws10 Windows® Software with RS-232 Cable 82.40

CA899 Vinyl Pouch Case with Shoulder Strap 15.50
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Passive Component

LCR Meter

Measures capacitance and
inductance to 0.7% and
resistance to 0.5%. Features
simultaneous 20,000/10,000-
count display of the primary
parameter (L, C or R) with the
secondary parameter of Q
(quality), D (dissipation), or R
(resistance). Has test
frequencies of 120Hz and 1kHz.
Hi/Lo limits can be set using
absolute values or percentage
limits. Selectable parallel or series
equivalent circuit. 4-1/2 digit backlit LCD

display provides resolution to 0.1pF, 0.1pH and 0.001Q.
Max/Min/Avg recording. Includes built-in test fixture or
external test leads can be used. Open and short zero
removes unwanted stray impedances from
measurement. Other features include relative mode with
zero reference or user supplied reference, auto power-
off, and automatic blown fuse indicator. Powered by 9V
battery or optional AC adapter. Comes with test leads,
alligator clips, 9V battery, and protective holster.

Measurement Ranges

Inductance (7):  2000.0pH-2000.0H
Capacitance(7): 2000.0pF-2000.0nF
Resistance (7): 20.0002-20.000MQ

DF (with C): 0 to 0.09999
Quality: 0 to 9999
380193 Passive Component LCR Meter ~ $207.00

To Order...Call 1-800-482-4440e Fax 1-781-821-4133 ¢ Online www. hmcelectronics.com 179
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