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Weller -
Soldering Gun
Allows soldering in seconds
without waiting for tip to heat up.
Compact, balanced, pistol-grip design.
Trigger switch turns gun on and off, and
selects high (140W) or low (100W)
output. Spot light illuminates work area.
Comes with tip (P/N 8125), 2-wire power
cord, and soldering hints booklet.

Cat. No.  Description Price
8200 Soldering Gun $35.10
7135 Repl. Tips (2/pkg.), Unplated Copper 4.60
8125 Repl. Tips (2/pkg.), Iron & Tin-Plated 4.60

Wound “Wire”
Tip Cleaner

Cleans soldering tips
better than conventional
sponges, and without
the need for water.
Cleaning “wire” is made
from hundreds of feet of
spring-wound, 1/64"-
wide copper/zinc ribbon
which has been impreg-
nated with non-activated,
white rosin flux. Metal holder

features non-skid rubber feet and

notches on upper rim to rest soldering tip and prevent
accidental roll-off of iron.

Cat. No. Description Price

599 Tip Cleaner $10.50

599-029 Cleaning Wire Refill for 599 5.30
_'_'.?_?Eﬁg

Tip

Cleaner

One pass

between wet cel-
lulose sponges
cleans entire tip.
Eliminates prob-
lems of tip-plate
damage and linting.
Water well keeps sponges wet all day. High impact
styrene case has non-skid rubber base, drilled for bench
mounting. Size: 2-1/2" x 2-3/4" x 3-1/2".

Cat. No.  Description Price
480 Tip Cleaner with Sponges $12.40
480S Repl. Sponges (4/pkg.) 8.30
R e
ANTI-SEIZE COMPOUND {
D— FOR BOLDER IRDM TIPS !

Anti-Seize Compound

Specially formulated to resist seizing and corrosion on
any threaded surface up to 2100°F. This lubricant is an
excellent product for eliminating seizing of soldering iron
tips, especially threaded types. Will prevent seizing,
“cold-welding”, and fretting corrosion of all metal
threads. Apply by dipping, brush, etc.

10-1230

$8.00

1-0z. Tube

Tip Polishing Bar

Normally, detinned tips (those unable to hold solder) are
discarded. If the tips are not pitted or worn, buffing with
this polishing bar will clean the tips of scaly oxides and
make them ready for retinning. You'll save money on
soldering tips because you'll be able to use them longer.

WPB1 $8.30

46

Tip Polishing Bar

Weller

Portasol®

Butane Soldering Iron
® Fast heat-up, melts solder in less than 40 seconds

Unlike small electric irons, this 7"-long, 3-o0z., butane
soldering and hot air tool has no cords and requires no
recharging time. It develops fully adjustable
temperatures equivalent to conventional 25 to 75-watt
irons (1076°F max.). Iron features built-in piezo igniter,
heats in less than 40 seconds, and has no open flame.
When finished soldering, just snap on the self-
extinguishing cap and, in seconds, Portasol® is cool
enough to be placed back in your pocket or tool kit.
Refills in less than 20 seconds with a gas capacity of up
to one hour of continuous use. ESD-safe to protect
sensitive components. The P2C iron includes a 3/32"
double flat soldering tip. The P2KC kit includes iron,
safety stand, four tips (3/32" double flat soldering tip,
mini blow torch tip, hot air tip and deflector, and hot knife
tip), tip-cleaning sponge and tray, and storage case.

Cat. No. Description Price
p2Cc* Butane Soldering Iron $35.10
P2KC* Butane Soldering Kit 55.70

*Note: Butane not included.

Portasol® Soldering Tips

Cat. No. Description Price
PPT1 Soldering Tip, 1/32" Single Flat $8.60
PPT2 Soldering Tip, 3/32" Single Flat 8.60
PPT5 Soldering Tip, 1/32" Double Flat 8.60
PPT6 Soldering Tip, 3/32" Double Flat 8.60

Model 870 Model 871

HEXACEN
Voltage Control Units

Makes it possible to use steady output soldering irons
(and solder pots) in a variety of applications. By varying
line voltage to the iron, wattage and tip temperature can
be adjusted as needed. With a capacity of 300W,
several small irons can be controlled simultaneously.
Ideal for applications which have changing production
line requirements and where accurate working ranges
are required by government specifications. Model 871
features a voltmeter for visual display of input and a
pilot light to indicate cycling.

Cat. No.  Description Price
870 Voltage Control Unit $91.80
871 Same as 870 with Voltmeter & Pilot Light 139.00
Temperature
Control Unit

Provides manual dial control
of soldering iron tip
temperature, solder pot
tempera-ture, and any
other 120VAC heater
load to 840W.
Features automatic
correction for voltage
fluctuations, replaceable
fuse for added safety, and
pilot light to indicate cycling.

EC6

ESICO-TRITON

Temperature Controller ~ $88.00

Power Pro, High Capacity, §
Cordless Soldering Iron

This high-capacity cordless iron solders
longer without recharging and requires
less power to heat up. Its higher capacity
battery combined with advanced higher
efficiency tips provides up to 30 minutes
of continuous soldering time (or over 200
solder joints intermittently) from a fully
charged iron. Iron features lightweight,
balanced design with easily replaceable
battery and worklight. It completely
recharges in four hours, minimizing
recharging time for large field service
jobs. LED in recharge stand indicates
charging status. Isolated tip design
eliminates component damage
caused by electrical leakage.
Improved conductivity quickly
heats tip in just 5 seconds for
performance to 900°F. High
efficiency tips feature excellent
heat transfer and recovery.
Comes complete with cordless
soldering iron, recharging
stand, and two high-efficiency
soldering tips (fine tip P/N 7545-100
and chisel tip P/N 7577-100). Standard

design Iso-Tip® tips (see opposite page) m

can be used for normal soldering applications.
7904 $73.40

®HAKCO

Soldering Iron
Tip Thermometer

With this easy-to-use meter,
just touch any hot soldering tip
to sensor's cross section, apply
constant pressure, and temper-
ature is shown almost instantly
on LCD display. When MAX
HOLD feature is enabled, ther-
mometer will display maximum
temperature measured. Wire
sensor measures temper-
atures from 0°F to 1300°F (wide
enough to handle all soldering applications). Resolution
is 1°F. Lightweight, easy-to-replace sensor is coated
with a special metal alloy that resists corrosion and
oxidation. Unit includes 9V battery and set of 10
sensors. To preserve battery life, an auto-shutoff feature
turns thermometer off when not used for three minutes.

Power Pro Cordless Iron, 4 hr. Recharge

Cat. No. Description Price
FG100 Soldering Iron Tip Thermometer $274.00
191-212 Replacement Sensors (10/pkg.) 22.80

Soldering Iron Analyzer

This portable, ESD-safe analyzer was developed to test
compliance against DOD-2000 soldering specifications.
It has the ability to monitor either absolute temperature
(via contact pyrometer) or temperature stability (via
thermocouple assembly) from 32°F to 1040°F (0-560°C)
with £5°F accuracy and a resolution down to 1°F. The
unit can also be used to measure tip-to-ground
resistance from 0 to 19.99 ohms (with a resolution down
to 0.01 ohms) or tip leakage from 0 to 19.99mV RMS
(with a resolution down to 0.01mV). Features include a
3-1/2 digit LED display and °F/°C selector switch. Output
jack allows connection to a chart recorder for hard copy
printout of measurement data. Comes with vinyl case,
9V battery, ground cord adapter, iron stand, two contact
pyrometers, and two K-type thermocouple assemblies
(for Weller® irons with ET and LT Series tips).

WA2000 Soldering Iron Analyzer  $773.00

HAMOC CLECTIRONICS - Products for Electronic Assembly and Repair



