
Little Dandy® Soldering Irons
These small, lightweight irons have a slim-line design
for easy-to-see use. No-roll, molded handle with heat-
deflecting baffle stays cool for maximum comfort. Long-
life, stainless steel heating element accepts plug-type,
iron-clad tips for easy replacement. 3110 Series irons
are 6-12" long; 3112 Series irons are 7-12" long. Comes
with 3-wire power cord. Soldering tip not included.

Tip Shank Tip
Cat. No Diameter Wattage Temp. Price
3110-25W 3/16" 25W 835°F $61.70
3110-30W 3/16" 30W 890°F 61.70
3110-35W 3/16" 35W 940°F 61.70
3112-40W 1/4" 40W 950°F 69.90
3112-50W 1/4" 50W 1050°F 69.90
3112-60W 1/4" 60W 1130°F 69.90

Soldering Tips for 3110 Series Irons
Cat. No. Tip Shape Tip Size Price
610 Diamond 1/64" $14.40
615 Narrow Screwdriver 1/16" 12.40
618 AMB Screwdriver 1/8" 9.30
626 Conical 1/32" 11.40

Soldering Tips for 3112 Series Irons
Cat. No. Tip Shape Tip Size Price
701 AMB Narrow Screwdriver 1/8" $12.40
704 AMB Chisel 1/4" 14.40
720 Screwdriver 5/32" 10.30
730 Long Narrow SD 1/16" 14.40

High-Wattage Soldering Irons
Used for heavy-duty, industrial soldering jobs requiring
maximum heat transfer. Features seamless steel
casting, insulated rubberoid handle with heat shield,
and nickel-chrome-on-steel-core long life heating
element. Plug-type, iron-clad tip is seated deep in
element for quick heat-up. Comes with 3-wire power
cord. Soldering tip not included.

Tip Shank Tip
Cat. No. Diameter Wattage Temp. Price
3125-60W 1/4" 60W 850°F $82.30
3125-75W 1/4" 75W 930°F 82.30
3138-100W 3/8" 100W 855°F 124.00
3138-150W 3/8" 150W 1010°F 124.00
3158-200W 5/8" 200W 1000°F 149.00
3178-300W 7/8" 300W 1000°F 165.00

Soldering Tips for High-Wattage Irons
Fits Tip Shank Tip Tip

Cat. No. Series Diameter Shape Size Price
67S 3125 1/4" Chisel 1/4" $12.40
43C 3138 3/8" Chisel 3/8" 13.40
44C 3158 5/8" Chisel 5/8" 28.80
45C 3178 7/8" Chisel 7/8" 53.50

Cordless
Soldering Iron
Provides soldering capability free of
the encumbrance of a cord and the
confinement of an outlet. Delivers
up to 50 watts and over 700°F tip
temperature in 5 to 10 seconds.
Solders up to 125 electronic joints
per charge. Isolated-tip, ground-
free, low-voltage design eliminates
electrical leaks and damage. Can
be used intermittently when kept
in charging stand between
uses...cannot overcharge.
Lightweight iron features
built-in light near tip to illu-
minate work area, and safe-
ty switch to prevent acci-
dental heating and dis-
charge. Model 7800 has
LED indicator that lights
when Ni-Cad battery is
fully charged. Tips detach
instantly without use of tools.
Comes complete with cord-
less soldering iron, recharging
stand, and two soldering tips.

Cat. No. Description Price
7700 Cordless Iron, 4 hr. Recharge $52.50
7800 Cordless Iron, 1 hr. Recharge 71.70

Iso-Tip® Soldering Tips
Cat. No. Tip Shape Tip Size Price
7535 Regular 5/32" $6.20
7545 Fine 1/16" 6.20
7546 Heavy Duty 3/16" 6.70
7566 Micro 1/64" 6.20
7577 Chisel 5/32" 6.20

4 Hour
Rechargeable

Model 7700
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Resistance Soldering System
Resistance soldering offers several advantages over
conventional conduction-type soldering. Heat is localized
so heat-sensitive materials and components next to
work being soldered will not be damaged. It is clean,
since solder is applied directly to the connection – no
wasted solder; no sloppy joints. And it is cost effective
because it draws power only when soldering – saves
energy, and reduces maintenance and replacement
costs. Power units have infinitely variable temperature
control, with dial settings for duplicating heat output at a
later date. Tweezer-type handpieces assure perfect
contact and control for electronics applications and are
able to hold parts for soldering. Stainless steel
electrodes may be formed or bent for added flexibility.
Single electrode handpiece (P/N 10515) is ideal for use
in areas inaccessible to tweezer handpieces. Footswitch
(P/N 10519) eliminates sparking when electrodes make 

contact with or are removed from work. It also provides
more accurate timing of soldering operations.
Components must be ordered individually.

Cat. No. Description Price
105A3 Power Unit, 0-100W $278.00
105A12 Power Unit, 0-250W 365.00
10541 Regular Tweezer-Type Handpiece 134.00
105127 Medium Tweezer-Type Handpiece 233.00
105133* Micro Tweezer-Type Handpiece 134.00
10515** Single Electrode Handpiece 72.00
10542 Repl. Electrodes (6/pkg.) for 10541 17.60
10594 Repl. Electrodes (6/pkg.) for 105127 48.40
105134 Repl. Electrodes (6/pkg.) for 105133 9.30
10530 Repl. Electrodes (6/pkg.) for 10515 31.90
10519 Footswitch 49.40
10512 Ground Lead for 10515 49.40
*Should only be used with power unit 105A3.
**Ground lead 10512 is required and must be purchased separately.

105A12 Power Unit with
10541 Tweezer-Type
Handpiece, 10515 Single
Electrode Handpiece,
and 10519 Footswitch.

Replaceable, stainless steel
electrodes may be formed
or bent for added flexibility.

10541 Regular
Tweezer-Type Handpiece

105127 Medium
Tweezer-Type Handpiece

105133 Micro
Tweezer-Type Handpiece

10515 Single
Electrode Handpiece
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Ultratorch®
Multi-Function Heating Tools
•• Cordless and completely portable

These versatile, lightweight, butane-powered heating
tools work as a combination portable soldering iron to
900°F, flameless heat tool to 1292°F, and butane torch
to 2372°F (Model UT100 only). The cordless Ultratorch®

is ideal for in-field service and maintenance, and for
production areas where electrical access may be
limited. Use it to solder, braze, weld plastic, or terminate
heat-shrinkable products simply by changing tips. Units
are easily filled with standard butane lighter fuel (not
included) and have a window to monitor gas level.

Cat. No. Description Price
UT100* Heat Tool with Torch Mode & Case $124.00
UT100SI* Self-Igniting Heat Tool (no torch mode) 119.00
*Note: Butane not included.

Self-Igniting
Model UT100SI

Model
UT100


