
937-5 Programmable Soldering Station
After inserting the “security card” that's included with the station, the desired
temperature can be set from 400°F to 899°F using the push-button keypad and digital
display. Once set, temperature is maintained within ±1.8°F and cannot be changed
without reinserting the card. This type of “card control” allows the supervisor to minimize
damage to PC boards and components due to overheating while soldering. The tip
temperature value is stored in the memory of the station's built-in microcomputer,
allowing you to turn the power on and off without having to reset the temperature each
time. Super quick heat-up coupled with fast thermal recovery allows operators to spend
more time soldering and less time waiting for the tip to re-heat. It’s compact size (4.7"W
x 3.7"H x 6.7"D) and stackable design allows two units in the space of one. The Model
937ESD is ESD-safe and meets Mil-Specs MIL-STD-2000, DOD-STD-2000-1B and
WS-6536E, and ESD-Spec DOD-STD-1686, DOD-HDBK-263. Comes with security
card, 50-watt soldering iron, 900MT16D tip, iron holder with sponge, and 3-wire cord.

Cat. No. Description Price
937ESD Programmable Soldering Station $217.00
C1148 Repl. Soldering Iron 88.60
A1321 Repl. Heating Element 19.10
A1042 Repl. Tip-Cleaning Sponge 3.50

This station has been designed for
compactness and ease of use.
Temperature may be set from 392°F to
896°F with a simple dial adjustment;
a lock screw prevents inadvertent
changes. Built-in ceramic heater sensor
maintains temperature within ±1.8°F.
Compact size of unit (4.7"W x 3.7"H x
6.7"D) takes up little space and its
stackable design allows two units in the
space of one. Quick heat-up coupled
with fast thermal recovery permits the
Model 936ESD to provide high quality
soldering at low tip temperature.
Meets Mil-Specs MIL-STD-2000,
DOD-STD-2000-1B and WS-6536E,
and ESD-Spec DOD-STD-1686,
DOD-HDBK-263. Comes with 50-watt
soldering iron, 900MT16D tip, iron holder
with sponge, and 3-wire cord.

Cat. No. Description Price
936ESD Soldering Station $103.00
C1148 Repl. Soldering Iron 88.60
A1321 Repl. Heating Element 19.10
A1042 Repl. Sponge 3.50

Dual-Iron Soldering Station
Simultaneous use of two 24V soldering irons, combined with separate and
independent on/off and temperature controls, allows this station to handle a wide
range of applications. Dual-output power unit is matched up with a macro iron (P/N
C1148) for general purpose soldering, and a micro iron (P/N 900SESD) for SMT and
precision soldering. Irons are interchangeable and feature dial-adjustable temperature
range of 392°F-896°F, quick heat-up, and fast thermal recovery to provide high quality
soldering at low tip temperature. Ceramic heating element built into each iron
maintains tip temperature to within ±1.8°F of setting. Leak voltage between tip and
ground is less than 0.6mV. Non-sluffing, static-dissipative housing eliminates any
possibility of static discharge. Station meets Mil-Specs MIL-STD-2000, DOD-STD-
2000-1B and WS-6536E; and ESD-Specs DOD-STD-1686 and DOD-HDBK-263.
Operates on 120VAC and comes with 50-watt macro iron (includes 900MT16D tip),
50-watt micro iron (includes 900STI tip), dual iron holder with sponge, and 3-wire cord.

Cat. No. Description Price
928MSESD Dual-Iron Station $383.00
C1148 Repl. Macro Iron 88.60
900SESD Repl. Micro Iron 99.30
A1321 Repl. Heating Element 19.10

for C1148
A1322 Repl. Heating Element 22.80

for 900SESD
A1042 Repl. Sponge 3.50
Note: 900MT Series soldering tips fit macro iron C1148 (see above left).

Soldering Tips for 900SESD Iron
Cat. No. Tip Shape Tip Size Price
900ST1C 60° Bevel .040" $7.70
900ST12D Screwdriver .047" 7.70
900ST16D Screwdriver .060" 7.70
900ST2C 45° Bevel .080" 9.20
900STB Conical .020" 7.70
900STI Narrow Conical .008" 7.70
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936-12 Variable Temperature Soldering Station

SMD Hot Tweezer Handpiece
Permits quick and efficient removal of SMD chips and flat packs up to 25mm. Plugs
into the power supplies of Hakko soldering stations 936, 937 and 928, as well as
desoldering station 703. Direct heating by tips has less effect upon surrounding
components on crowded boards than hot air rework equipment. Tips are easily
replaceable and aligned. Tweezer style handpiece operates on 24VAC to power the
25W ceramic heating element in each leg. Temperature range is 392°F-752°F. Tip-to-
ground resistance is under 2Ω and leak voltage is less than 2mV. Includes 4-ft. power
cord, a pair of 2.0mm tips (P/N A1378), tip alignment tool, heat-resistant tip removal
pad, and handpiece holder with tip-cleaning sponge.

950 SMD Hot Tweezer Handpiece $196.00

Replacement Tips
Cat. No. Description Price/Pair
A1379 Tip/Chip-1L (1.0mm) $62.80
A1378 Tip/Chip-2L (2.0mm) 62.80
A1380 SOP-8L (8.0mm) 62.80
A1381 SOP-10L (10.0mm) 63.80

Cat. No. Description Price/Pair
A1382 SOP-13L (13.0mm) $66.00
A1383 SOP-18L (18.0mm) 66.00
A1384 SOP-20L (20.0mm) 66.00
A1385 SOP-25L (25.0mm) 66.00

Soldering Tips for C1148 Iron
Cat. No. Tip Shape Tip Size Price
900MT05C 45° Bevel .020" $7.30
900MT08D Screwdriver .032" 6.50
900MT1C 60° Bevel .040" 6.40
900MT12D Screwdriver .047" 5.60
900MT12LD Long SD .047" 6.40
900MT16D Screwdriver .063" 5.60
900MT18H 25° Bent Chisel .071" 6.90
900MT2C 45° Bevel .079" 5.60
900MT2LD Long SD .079" 6.40
900MT24D Screwdriver .095" 5.60
900MT3C 45° Bevel .118" 5.60
900MT32D Screwdriver .126" 5.60
900MT32LD Long SD .126" 6.40
900MT4C 45° Bevel .158" 5.60
900MTB Conical .020" 5.60
900MTI Conical .008" 6.50
900MTK Knife .197" 9.50
900MTLB Long Conical .008" 6.40
900MTS3 Chisel .205" 8.60
900MTS4 Short Conical .008" 6.50
900MTS6 60° Bevel .050" 5.60
900MTS8 Long Conical .020" 19.00
900MTS9 Narrow SD .040" 6.50
900MTSB Narrow Conical .008" 7.30
900MTSI Short Conical .008" 6.90
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