EMI Shielding Tapes

Designed for applications requiring
reliable point-to-point electrical
contact, particularly EMI shielding,
grounding, and static charge
draining. The tapes have a
multitude of uses in electronic
design and test laboratories for prototyping, design and
troubleshooting. Smooth-backed 1170 aluminum tape is
3.2-mil thick and provides cost efficient EMI protection
in OEM shielding and static grounding applications.
1181 is a copper foil tape and is 2.6-mil thick. 4.0-mil
thick 1245 tape has embossed copper foil shielding. All
three tapes feature “through-the-adhesive” conductive
backing, meet UL510 requirements for flame
retardancy, and are offered on rolls that measure 1" x
18-yds. Foil shielding tape kit FTK provides a unique
way to have a variety of foil shielding tapes conveniently
at hand for design or prototype needs. Kit contains 3/4"
x 4-yd. portions of nine tapes (1170, 1181, 1182, 1183,
1190, 1194, 1245, 1267 and 1345), and is ideal for the
engineer who needs only a few inches of a particular
tape and doesn’t want to purchase full roll quantities.

Cat. No.  Description Price
11701 Smooth Aluminum Tape, 1" x 18-yds. $45.10
1181-1 Smooth Copper Tape, 1" x 18-yds. 39.90
1245-1 Embossed Copper Tape, 1" x 18-yds. 34.50
FTK Foil Shielding Tape Kit 54.90
Masking

Tape

Masking tape

has an almost
limitless number
of uses. Unwinds
smoothly and
removes cleanly
and easily, with
no slivering.
Leaves no
residue. Comes
on 60 yard rolls.

Tape Price/
Cat.No.  Width Roll
MT34 3/4" $2.80
MTO1 1" 3.80

Anti-Static Tape Dispensers

Used for dispensing low charging anti-static tape in
ESD protected areas. Per ANSI/ESD S20.20, all
conductors in an ESD protected area are to be
grounded. To ground tape dispenser, attach 10-ft.
ground cord to snap on chassis and then to common-
point ground. Dispensers accept tapes with 3" dia. core.
2" and 3"-wide dispensers hold multiple roles of tape.

Cat. No.  Description Price
TD1AS  Anti-Static Tape Dispenser, 1"W capacity $48.50
TD2AS  Anti-Static Tape Dispenser, 2"W capacity 57.70
TD3AS  Anti-Static Tape Dispenser, 3"W capacity 62.90

To Order...Call 1-800-482-4440e Fax 1-781-821-4133 e Online www. hmcelectronics.com

Crepe Paper,
Wave Solder
Masking Discs

These 7.5-mil thick, self-
adhesive, crepe masking
discs are used to prevent
solder penetration in
areas on PC boards

that must be kept

clean during

wave soldering.

They are pre-cut to close
tolerances and overlapped for easy handling. Withstands
temperatures of 300°F for up to one hour, and 510°F for
5-8 seconds. No adhesive residue after peeling off.
Supplied on rolls containing 5000 discs.

Disc Price/
Cat. No. Diameter 5000
SW316 3/16" $17.70
SwW14 1/4" 19.60
SW516 5/16" 24.80
SW38 3/8" 34.00
SW12 1/2" 37.10
Crepe Paper,
Wave Solder
Masking Tape

Heat-resistant, impregnated
crepe masking tape protects
and masks PC board holes,
edge connectors, and gold
fingers during wave-soldering.
7.5-mil thick, pressure-sensitive paper tape
withstands temperatures of 300°F for up to

one hour, and 510°F for 5-8 seconds. No adhesive
residue after peeling off. Comes on 60-yard rolls.

Tape Price/ Tape Price/
Cat. No. Width Roll Cat. No.  Width Roll
11814 1/4" $4.30 11834 3/4" $6.80
11838 3/8" 5.00 11801 1" 8.00
11812 1/2" 5.50
Water Soluble,
Wave Solder
Masking Tape

Transparent, 2.5 mil polyvinyl
alcohol film tape with synthet-
ic adhesive. Used to mask
gold fingers on printed circuit
boards during wave soldering. When
dissolved, the tape is biodegradable, non-toxic, pollution
free and neutral in pH. Packaged in a moisture impervi-
ous foil bag with desiccant to insure long term storage
stability in extreme humidity. Comes on 36-yard rolls.
Tape Price/
Cat. No. Width Roll

5414-1/2 1/2" $30.60
5414-1 1" 62.00

Water Soluble,
Wave Solder
Masking Discs

These water soluble,
biodegradable,
temporary solder
masking discs will
prevent molten solder from
contacting the protected areas

of the circuit board during wave soldering. They will
protect desired areas including copper, gold, silver, and
solder surfaces during assembly and soldering
operations, then wash off in hot water. Solderability of
the protected surface is not impaired and no residue is
left after an aqueous wash process is completed.
Packaged in a moisture impervious bag with desiccant
to insure long term storage stability in extreme humidity.
Supplied on rolls containing 5000 discs.

Disc Price/
Cat. No. Diameter 5000
WS00375 3/8" $88.40
WS00500 172" 88.40

Kapton® (Polyimide)
Masking Tape

This high temperature film tape is
used for electrical and thermal
insulation and, in particular, in the
masking of gold fingers on circuit
boards during wave soldering. Also
protects bar code labels, which are
subjected to high temperature.
Amber, 2.5-mil thick tape has a
heat-resistant silicone adhesive
that withstands temperatures up
to 500°F. Burning of adhesive
forms a non-conductive ash.
Tape has excellent dielectric
strength, mechanical and
electrical properties, and
flame and chemical resistance. Outstanding cut-through,
impact, and abrasion resistance. Comes on 36-yard rolls.

Standard Kapton® Anti-Static Kapton®

Tape Price/ Tape Price/
Cat. No. Width Roll Cat. No. Width Roll
K250-1/4 1/4" $7.50 K275-1/4 1/4" $14.10
K250-3/8 3/8" 11.80 K275-1/2 172" 23.20
K250-1/2 12" 14.50 K275-3/4 3/4" 34.00
K250-5/8 5/8" 18.20 K275-1 1" 43.30
K250-3/4 3/4" 21.70
K250-1 1" 28.90
K250-2 2" 57.70
Kapton®
(Polyimide)
Masking Discs

Used as a masking medium
to protect parts of a circuit
board where solder is not
required. Typically there is a
need to mask holes where
components are to be
inserted at a later date.
Amber, 2.5-mil thick discs have
a heat-resistant silicone adhesive that
withstands temperatures up to 500°F.
Supplied on rolls containing 2000 discs.

Disc Price/ Disc Price/
Cat. No. Diameter 2000 Cat. No. Diameter 2000
KP00187 3/16"  $20.70 KP00375 3/8"  $34.50
KP00250 1/4" 25.50 KP00500 172" 51.10

SM

Polyimide
Film Tape

Amber, 2.7 mil poly-

imide film tape with sili-
cone adhesive. Designed
for high temperature applica-
tions such as wave soldering and pro-
tection for bar code labels which are subject-

ed to high temperature. Comes on 36-yard rolls.

Tape Price/
Cat. No. Width Roll
5413-1/4 1/4" $15.20
5413-3/8 3/8" 22.70
5413-1/2 1/2" 30.20
5413-3/4 3/4" 45.30
5413-1 1" 63.40

SM

Low Static,
Polyimide
Film Tape

Gold, 2.7 mil polyimide film
tape with silicone adhesive.
Unique and extremely low
electrostatic discharge properties.
Used for gold tab protection during wave soldering of
printed circuit boards. Comes on 36-yard rolls.

Tape Price/ Tape Price/
Cat. No. Width Roll Cat. No. Width Roll
5419-1/4 1/4" $15.40 5419-3/4 3/4" $48.10
5419-1/2 1/2" 33.60 5419-1 1" 64.20
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